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Abstract
In this work, moisture penetration in glass fiber reinforced polymers was systematically
investigated through both experiments and theoretical approaches. The diffusivities of the
neat resin and those of unidirectional composite plates containing various glass fiber volume
fractions have been identified through the analysis of hygro-thermal aging tests. The main aim
of the present paper consists in comparing the evolutions, as a function of the fiber volume
fractions, of the moisture diffusion coefficients deduced from experiments to the
corresponding values, predicted by the many traditional scale transition relations available in
the literature.
Keywords: composites, diffusion coefficients, identification, scale transition modeling.

1. Introduction
Fiber reinforced organic matrix composites are being increasingly used for, as an example,
aircraft [1], marine [2] and civil engineering [3] structural applications. Such composite
structures are often submitted to humid environments during their service life [4, 5]. Organic
matrix composites do absorb significant amount of water when exposed to moisture [6]. Many
authors have reported that hygro-thermal aging could induce both mechanical stiffness and/or
strength reduction of organic matrix composites [7-10]. Moreover, the constituents of
composites structures exhibit heterogeneous coefficients of moisture expansion and maximum
moisture absorption capacity. Consequently, multi-scale in-depth mechanical states profiles
rise during the hygroscopic loading of organic matrix composites. According to the literature,
the resulting mechanical states can eventually induce damage [11-13]. Therefore, analytical
models enabling to predict the multi-scale mechanical states occurring during both the
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transient stage and the permanent regime of the moisture diffusion process of organic matrix
composites submitted to hygro-mechanical loads [14-17] have been developed. In this field of
research, the most recent investigations [18-22] focus upon taking, in theoretical approaches,
various features of hygro-mechanical couplings observed during experimental studies into
account, especially the dependence of both the moisture diffusion coefficient and the
maximum moisture absorption capacity on the mechanical states (strains and stresses), [2327]. These models aim eventually to enable the prediction of the long-term durability of
composite structures submitted to hygroscopic loads.
In order to accurately model the multi-scale mechanical states of a composite structure under
hygroscopic environments through one of the above listed theoretical approach, it is also
necessary to predict the time-dependent penetration of moisture in the studied specimen. This
often requires to know the macroscopic moisture diffusion coefficients. The identification of
the corresponding materials properties is rather lengthy, thus, many scientists tried to
circumvent this problem through the development of dedicated scale-transition models
providing adequate homogenization relations between the effective macroscopic coefficients
of diffusion and their microscopic counterparts. According to the literature, the authors agree
about the scale transition relation that should be applied in order to realistically estimate, by
comparison with experimental data, the effective moisture diffusion coefficient in the
direction parallel to the reinforcement axis in the case that uni-directional fiber reinforced
polymer matrix composites are considered [28]. Regarding the identification of the effective
moisture diffusion coefficients of a composite ply in the direction perpendicular to the
reinforcement axis, the problem is very different. For example, a wide variety of
homogenization laws can be found about it: the Shen and Springer model [29], the analogy to
the electrical conductibility expression, established by Lord Rayleigh [30] and the analogy
between diffusivities and the effective shear modulus expression from Shirel and Halpin [31],
as examples. Other methods have been proposed: purely numerical approaches, involving the
finite differences methodachieved by Augl and Berger [32] leading to consistent predictions
with Rayleigh model. Another electrical analogy was investigated by Woo and Piggott [33]:
the authors considered the diffusivity as the analogous of the inverse of electrical resistivity.
One of the principal interests of this paper is assessing the effects of an added interphase with
specific properties between the organic matrix and reinforcing fibers. Subsequently to most of
the initial work in this field, Kondo and Taki [34] corrected an erroneous fundamental
hypothesis considered by their predecessors. Despite this, the application of the various,
above mentioned, numerical models, dedicated to the identification of moisture diffusion
coefficients in the direction perpendicular to the reinforcing fibers in organic matrix
composites, provides scattered values depending heavily on the considered scale transition
model.
The present work aims to check the agreement between the predictions of any of the above
described scale transition models and the real (i.e. measured) effective diffusive transverse
behaviour of unidirectional composites. In order to reach this goal, several glass-fiber
reinforced polymer composites as well as neat resin specimens were manufactured by wet
layup, so that their fiber volume fractions would scale in the range 40 to 70 % (see section 2
below). The third section of the present paper describes the results of the aging tests
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performed on the samples, in order to identify their diffusive behaviour. In the fourth part, the
transverse coefficients of moisture diffusion of the manufactured samples deduced from the
experiments were compared with the corresponding values calculated through various scale
transition relations.

2. Experimental investigation
2.1 Samples preparation
The tested unidirectional composite samples were made of E-glass fibers embedded in an
ortho-phtalic polyester resin (POLYLITE 420-731 from REICHOLD) polymerizing at room
temperature. The specimens were manufactured through a classical contact molding method.
Several neat resin samples and composite plates, containing different reinforcing fibers
volume fraction (vf), between 0.4 and 0.6 have been produced.The thickness and width of the
samples are respectively 6 mm and 23 mm. The length of the samples is equal to 180 mm. As
a consequence, the considered length to thickness ratio is relatively high (30:1). The length
corresponds to the direction parallel to the reinforcement axis.

2.2 Characterization of the fiber volume fractions of a manufactured sample
Prior studies have demonstrated the significant dependence of moisture diffusion on fiber
volume fractions in composites structures [34, 33]. Therefore, this parameter has also a strong
effect on the numerical application of the scale transition models employed for predicting the
effective transverse diffusion coefficient of such materials. As a consequence the accurate
determination of the glass fibers volume fraction in each investigated sample was mandatory
in the context of the present work.
Several techniques are traditionally employed in order to determine the fiber volume fraction
vf of composites. Among them, image analysis, thickness measurement, resin burn off and
acid digestion are the most often used for achieving such a task [35-37]. Other less traditional
characterization methods do nevertheless exist for determining the respective volume
fractions occupied by the very constituents of an organic matrix composite. As an example,
X-Ray diffraction analysis was successfully used as a non-destructive technique [38].
In the following of the present section, three methods will be used to identify the glass-fiber
volume fraction in the manufactured samples.
2.2.1 Determination of the fiber volume fraction from Dimension and Weight Analysis
(D.W.A.)
Optical microscopy and Scanning Electron Microscopy were used for investigating the
microstructure of the manufactured samples. According to both characterization methods,
specimens are void-free. As a result, the total volume of the composite (Vt) is equal to the
sum of the volumes occupied by the glass fibers (Vf), and by the resin (Vr):
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Vt = Vf + Vr

(1)

A similar relation is also valid for the corresponding masses:
M t = Mf + M r =

f

Vf +

Where, the symbol

r

Vr =

t Vt

(2)

denotes mass densities.

The glass fiber volume fraction satisfies:
vf

Vf
Vt

1 vr

1

Vr
Vt

(3)

Considering (2) and (3) enables to write:
vf

ρt
ρf

ρr
ρr

(4)

Dimensions and mass of the specimens were measured in order to determine their total
volume (Vt) and their total mass (Mt), from which the total mass density calculation is
straightforward. The same method was applied to the neat resin samples, so that the numerical
value of ρr could be deduced. Glass fibers mass density is well known and available in the
literature [39]. The obtained results, from relation (4) through this calculation method, for the
glass fibers volume fraction, are displayed in Table 2.
2.2.2 Determination of the glass fibers volume fraction from Image Analysis method
(I.A.)
The volume fractions of glass fibers can also be determined by studying the samples
microstructure through image analysis methods [40].
Thirty SEM (Scanning Electron Microscope) micrographs covering the whole surface of
sample section were taken. As shown on figures 1 and 2, a high contrast between the fibers
and the resin was obtained. This enabled to separate the fibers from the remaining material
and to calculate the number of pixels associated to fibers on a SEM micrograph. This task was
achieved with the aid of the Optimas 6.51 software package. Microscopic work was carried
out on a CARL ZEISS-EVO40 scanning electron microscope using the backscatter electron
detector and an operating voltage of 15 kV. The results of this analysis are indicated by the
acronym I.A. in Table 2. The information corresponding to the specimen N°8 is not available,
since it was damaged during preparation. The results obtained by this method are in good
agreement with those obtained by the D.W.A. method.
2.2.3 Fiber volume fraction determination from Inverse Method identification (I.M.)
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According to [41], the effective macroscopic maximum moisture absorption capacity of
composite materials reinforced by impermeable fibers M
depends on both the
corresponding properties of the bulk neat resin (i.e. M r ) and the fiber volume fraction:
M r
M

ρt
1 vf ρ r

(5)

Thus, one can easily deduce the fiber volume fractions from the measured densities (i.e. t, r)
and maximum moisture absorption capacity (i.e. M , M r ) of both the composite and its
constitutive organic matrix, from the following relation:
vf

1

ρt M
ρr M r

(6)

The results obtained through this method for the fiber volume fractions of the manufactured
samples are presented in Table 2.
2.2.4 Review of the fiber volume fraction determination
Table 1 recapitulates the three methods used in this study, in order to compare the results.
Equation or
Method
Comment
tool used
1) Based on the measurement of the dimensions and mass of
ρ t ρr
v
D.W.A.
the specimens
f
ρf ρ r
2) The specimens are assumed void-free
I.A.

I.M.

Optimas 6.5
Software

vf

ρt M
1
ρr M r

1) Based on samples microstructure analysis (SEM)
2) Enables to determine the volume fractions of glass fibers,
resin and porosity
1) Based on Loos and Springer [41] relation regarding the
maximum moisture absorption capacity of composite
reinforced by impermeable fibers
2) The specimens are considered as void-free

Table 1: Determination of the fiber volume fractions of a manufactured sample

2.3 Comparisons and discussion
According to Table 2, the fiber volume fraction varies from 35.5 % to 55.6 %.
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N° of specimen
1
2
3
4
5
6
7
8
9

D.W.A. vf (%)
40.2 ± 1.9
39.3 ± 1.6
38.5 ± 1.8
44.0 ± 2.4
46.9 ± 2.7
47.6 ± 2.3
53.4 ± 2.0
51.8 ± 2.5
55.6 ± 2.0

I.A. vf (%)
41.6 ± 1.7
40.6 ± 1.4
40.1 ± 1.9
45.2 ± 1.3
47.2 ± 1.5
49.2 ± 1.2
52.8 ± 1.4
53.4 ± 1.1

I.M. vf (%)
43.4 ± 1.5
39.3 ± 1.5
46.7 ± 0.8
44.9 ± 1.5
43.9 ± 2.9
50.9 ± 1.7
55.9 ± 1.8
53.4 ± 3.4
53.8 ± 3.4

Table 2: Identified values for the fiber volume fractions of the manufactured samples,
obtained according to the three methods considered in the present work.
Numerical values provided by the three identification methods presented above are very close
for most of the specimens. The discrepancy noticed on the third sample could be induced by
the existence of defects in that specimen. Indeed, microstructural features such as voids or
cracks have a strong influence on the maximum moisture absorption capacity and
consequently, on the deduced constituents volume fraction. A structural study via a Scanning
Electron Microscope is planned at the end of the aging tests for this sample, in order to
investigate this phenomenon.

2.4 Heterogeneity of fibers distribution
In order to gather more information about sample microstructure and, especially on the fibers
distribution homogeneity, the whole section of the plate was reconstituted from 60 SEM
micrographs. Each plate section corresponds to two specimens, and each specimen is
reconstituted by 30 SEM micrographs arranged in 3 lines and 10 columns. Figure 1 represents
the section of one manufactured plate, with an average of 53.4 % fibers content, according to
the I.A. method.

5mm

Figure 1: Section of a plate with 53.4 % fibers content reconstituted from 60 SEM micrographs

According to Figure 1, the right-hand part of the plate (which corresponds to N°7 sample)
exhibits a less homogeneous fibers arrangement in comparison with the left part
(corresponding to sample N°9, respectively). This heterogeneity of the fiber distribution from
one sample to another could induce a relatively different diffusive behavior of the studied
specimen.
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In the three specimens, fiber volume fractions vary from 41 to 53 %, as shown on Figure 2.
Figure 2(a) shows the fiber distribution of the sample N°1 and confirms that the fibers volume
fraction is higher in the subsurface of the specimen than in the bulk. A stronger heterogeneity
of the in-depth reinforcements distribution is observed for sample n°1 (image 2a) compared to
samples n°6 and n°9 (figures 2b and 2c). Such a variation in the spatial distributions of the
reinforcements, results in the coexistence of resin-rich areas and reinforcements-rich areas,
which present a different diffusive behavior at the local scale.
The literature indicates that the existence of such a microstructural feature could explain
variations in the macroscopic effective diffusive behaviour of two composites exhibiting the
same average fiber volume fractions. As an example, it was recently reported by Bao and al
[28], that heterogeneous fibers distributions, from one sample to another, were associated to a
significant discrepancy between the transverse diffusion coefficients of unidirectional fiberreinforced composites. However the authors did not observe any effect on the maximum
moisture absorption capacity.

2mm

Figure 2(a): Section of sample N°1 with 41.6 % fibers content
2mm

Figure 2(b): Section of sample N°6 with 49.2 % fibers content
2mm

Figure 2(c): Section of sample N°9 with 53.4 % fibers content
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3. Aging and identification
3.1. Moisture absorption experiments
The aging tests were carried out on composites and neat resin samples, in order to compare
their diffusive behaviour. After cutting and polishing, the samples surfaces were cleaned with
ethanol. The initial weights of the specimens were recorded. Thereafter, specimens were
immediately placed into an environmental chamber. A temperature of 23°C and a relative
humidity of 80 % were set as aging conditions. The change in mass was measured using
balance with an accuracy of 0.1 mg.
The weight gain versus the square root of time ( ) curves for all composite and resins
specimens were determined in order to follow their moisture absorption kinetic. Figure 3a
represents the moisture uptake curves of three neat resin samples and Figure 3b represents the
moisture uptake curves of the composite samples N°1, N°5 and N°9 respectively with 41.6 %,
47.2 % and 53.4 % of fibers content. Figure 3a shows the good reproducibility of the moisture
uptake phenomenon for the resin specimens. The neat resin actually follows a Fickian
diffusion law. It can be observed on Figure 3b that the three composite samples exhibit an
almost linear evolution of their moisture uptake for several months until a pseudo-plateau
indicating that saturation of the Fickian diffusion process may be reached. It can be noted that
the maximum moisture absorption capacity decreases significantly when the fiber volume
fraction increases. The maximum moisture absorption capacity of the neat resin samples is at
least three times more important than that of the composites ones.
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Figure 3: Moisture absorption curves for (a) resin samples and (b) composite samples N°1, N°5 and
N°9.
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3.2. Identification of diffusion parameters
According to Figure 3, an initially linear moisture uptake followed by a saturation plateau can
be observed. Thus, it is realistic to consider Fickian diffusion behaviour for the investigated
materials.
This behaviour is usually modeled by the relationship:
(7)
where

is the diffusive flux, c is the moisture content and D is the diffusion coefficient.

Fick’s second law predicts the distribution of moisture as a function of time t and position:
(8)
For orthotropic thick plates, a 3D Fick’s diffusion takes places along the axis x, y and z:
(9)
where D1, D2 and D3 are respectively the moisture diffusion coefficients along the axis x, y
and z.
By integrating the solution of the equation (10) over the volume of the specimens, the total
moisture content M(t) can be evaluated [42]:

where
stands for the equilibrium moisture content, whereas L, l, and e are respectively the
length, the width and the thickness of the specimen.
The identification of the diffusion parameters is based on the comparison between the 3D
Fick’s solution and the experimental measurement of the weight gain occurring during the
diffusion process [43]. The method consists in seeking the unknowns of the problem by
minimizing the standard deviation q (Eq. (11)) using a Gauss-Newton algorithm. Identification
method is used for several specimens at the same time.
(11)
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Where
is the analytical moisture solution at time ti and Mi is the corresponding
experimental point.

4. Identification method
4.1 Simultaneous identifications
It was shown in previous works, as an example, in Kondo and Taki [34], that the moisture
diffusion coefficient of unidirectional composite in the direction parallel to the fibers was
identical to the moisture diffusion coefficient of the neat resin (D1 = Dr). The first approach,
intended for identifying both the macroscopic transverse moisture diffusion coefficient and
the maximum moisture absorption capacity of the samples is based on this assumption.
The diffusivity of five neat resin specimens was identified in order to reduce the number of
remaining unknown factors for the composite samples. The average of these values (5.23 10-7
mm2/s) was taken as the longitudinal diffusion coefficient (D1) for the composite samples
according to the aforementioned assumption. Moreover, the average of the maximum capacity
of moisture absorption for the five neat resin samples determined by this method is equal to
0.73 %. The transverse diffusion coefficient (D2) and the maximum capacity of moisture
content (
) were identified for all the composite specimens by fixing the longitudinal
diffusion coefficient, this last being supposed equal to the coefficient of diffusion of the neat
resin.
The D2 and
values identified by this method are presented in Table 3.
was exploited
in order to determine the mass and volume fraction of glass fibers of each composite sample
through equation (6).

4.2 Successive identifications
An alternative method can be considered in order to determine the maximum moisture
absorption capacity of the composite samples prior to identifying the transverse diffusivity.
Actually, Loos and Springer [41] classical relation (5) can be used in order to measure the
maximum moisture absorption capacity of each manufactured composite sample, assuming
that its glass-fiber volume content is known from one or another method described in section
2 of the present work. After finding the maximum moisture absorption capacity of each
composite specimen, its transverse moisture diffusivity can be separately identified from (10).
Whether the so-called “D.W.A.” or “I.A.” method is used to find fiber volume content yields
two distinct sets of numerical values for the identified diffusive behaviour law governing
parameters, as shown in Table 3.
Figure 4 shows the computed evolutions obtained through the diffusive parameters adjusted
according to the image analysis method, for samples N°2 and N°9 with 41 % and 53 % fiber
volume content, respectively. The measured data were plotted on the same figure. This
process was performed for all composite specimen and the results were analyzed.
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Figure 4: Experimental and numerical curves of moisture concentration for N° 2 and 9 composite
specimens respectively.
N° of
Specimen
1
2
3
4
5
6
7
8
9

M( ) (%)
(D.W.A.)

M( ) (%)
(I.A.)

M( ) (%)
(I.M.)

0.30 ± 0.01

D2*10+7 (mm2/s) D2*10+7(mm2/s) D2*10+7 (mm2/s)
(D.W.A.)
(I.A.)
(I.M.)

0,29 ± 0,01

0.28 ± 0.01

2.59 ± 0.05

2.85 ± 0.05

3.23 ± 0.20

0.31 ± 0.01

0,30 ± 0,01

0.31 ± 0.01

2.93 ± 0.06

3.21 ± 0.07

2.93 ± 0.22

0.31 ± 0.02

0,30 ± 0,02

0.25 ± 0.01

1.99 ± 0.06

2.22 ± 0.07

3.56 ± 0.19

0.27 ± 0.02

0,26 ± 0,01

0.27 ± 0.01

2.05 ± 0.04

2.21 ± 0.04

2.17 ± 0.26

0.25 ± 0.02

0,25 ± 0,01

0.27 ± 0.02

2.07 ± 0.06

2.11 ± 0.06

1.69 ± 0.39

0.25 ± 0.02

0,24 ± 0,01

0.23 ± 0.01

1.76 ± 0.04

1.96 ± 0.04

2.22 ± 0.22

0.21 ± 0.01

0,22 ± 0,01

0.20 ± 0.01

1.81 ± 0.04

1.74 ± 0.04

2.20 ± 0.28

-

0.21 ± 0.02

1.62 ± 0.04

-

1.74 ± 0.36

0.21 ± 0.02

1.64 ± 0.04

1.40 ± 0.04

1.44 ± 0.42

0.22 ± 0.02
0.20 ± 0.01

0,21 ± 0,01

Table 3: Moisture diffusion parameters obtained according to different methods of identification

For an enhanced comparison, the numerical values, provided in Table 3 for the transverse
diffusivities, have been displayed as histograms on Figure 5. Moreover, the absolute
uncertainties are noticeably lower in this case than from the so-called “D.W.A.” or “I.A.” data
treatment methods Thus, the independent determination of the maximum moisture absorption
capacity prior to the fitting of the transverse diffusion coefficient does improve the accuracy
of the numerical optimization.
The agreement between the numerical results and the measured evolutions is good, whatever
the considered sample. Since the composite samples did not saturate during the tests, the
simulations enable to predict the maximum moisture content in the steady state stage.
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Figure 5: Comparison of the transverse diffusion coefficients identified by the different methods
considered in the present work.

Figure 5 shows the comparison between the transverse diffusion coefficients provided by the
three identification methods. Except for sample N°3, the numerical values of D2 identified on
each specimen by the three methods are close.
The identification of D2 through the so-called I.M. method deviates significantly from the
values obtained according to either D.W.A. or I.A. methods, in the case that the sample n°3 is
considered. It should be reminded that,
determined through I.M. method for this
specimen was also relatively different from the values deduced from the others methods
(Table 3).

4.3 Review of the moisture diffusion parameters identification
To understand better the different methods applied in this study, the hypotheses and equation
used and also the identified parameters corresponding to each method were reminded in the
next table:
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Method

Hypotheses &
applied equation

Identified
parameters

Comment
1) The material is
transversely isotropic

D2 = D3
Dr = D1

Simultaneous
identification

D2 & M

(Equation 10)

Two steps
identification

D2 = D3
Dr = D1
M

M

r

(1 vf )
ρr

considered

as

2) According to Kondo & Taki [34], the
longitudinal moisture diffusion coefficient
of unidirectional composite is equal to the
moisture diffusion coefficient of the neat
resin.

The fiber volume fraction of the
specimens, obtained by the methods
D.W.A. or I.A., have respectively been
used in order to determine the maximum
moisture absorption capacity.

D2

(Equation 10)

Table 4: Moisture diffusion parameters obtained according to different methods of
identification

4.4 Comparison between the experimental results and the predictions of scale
transition models
Scale transition models have a long history and rich literature. Among their applications in the
field of mechanical engineering, their ability to predict the effective behavior and mechanical
states of macroscopically homogeneous but microscopically heterogeneous materials is often
valued [44-45]. The connected question of predicting the macroscopic Coefficients of
Thermal Expansion or the Coefficients of Moisture Expansion of such heterogeneous
materials has also (in most previously cited cases) been addressed. The interested reader can
refer, as an example, to [46, 47] for recent advances in the field of micro-mechanical
modeling about this topic. In the field of modeling the diffusion of moisture in fiber
reinforced composites, various scale transition relations were proposed within historical
papers, in order to handle the determination of the effective macroscopic diffusion
coefficients. Some of them were already presented in the introduction of this article.
In the present work, the classical scale transition relations established by Halpin and Tsai
(Halpin and Kardos, [48]), Shen and Springer [29], Springer and Tsai [49], Shirell and Halpin
[31], Lord Rayleigh [30] and Woo and Piggott [33], for the effective moisture diffusion
coefficient of fiber reinforced composites, are considered. The fundamental relations
governing these models are summarized in Table 5.
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The purpose of the present section is to compare the results deduced from our experimental
investigations to the predictions of the above listed predictive models. The transverse
coefficients of moisture diffusion deduced from the practical analysis of the manufactured
samples were plotted, as a function of the fiber volume fraction, as well as the corresponding
quantities, calculated through the various scale transition relations listed in Table 5. On the
one hand, Figure 6a displays the comparison between the scale transition models and the
interpretation of the experimental investigation handled through the first data optimization
method (I.M.) described in section 4.1. On the other hand, Figures 6b and 6c show the
corresponding curves obtained in the case that the data treatment method based on either the
image analysis (I.A.) or the dimension and weight analysis (D.W.A.) was used. The values of
the transverse moisture diffusion coefficient deduced from the first numerical optimization
method (Figure 6a) is associated to relatively high uncertainties, compared to the
corresponding values, plotted on Figure 6b and 6c, obtained through the I.A. and D.W.A.
based optimization methods. Moreover, according to Figure 6a, the evolution of the transverse
macroscopic diffusivity, as a function of the glass volume fraction deduced from the
investigation achieved on the samples through the first data treatment method is not consistent
with the expected behaviour predicted by the theoretical models.
Method

Effective diffusion coefficients
ζ=1

Halpin-Tsai
[48]

Df = 0

Shen- Springer
[29]
Springer – Tsai
[49]
Shirrel – Halpin
[31]

Rayleigh
[30]

Woo – Piggott
[33]

Table 5: The various homogenization relations for the macroscopic transverse coefficient of
moisture expansion, considered in the present work.
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D2/Dr

D2/Dr
D2/Dr(I.M.)

0,85

D2/Dr(I.A.)

0,85

0,75

0,75

0,65

0,65

0,55

0,55
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Figure 6: Comparison between the transverse diffusion coefficient identified through the three
methods and the prediction provided by the scale transition models.
This demonstrates that the simultaneous fitting of several parameters from the classical
analytical weight gain relation (10) is both inaccurate and unreliable, in spite of the fact that
the deduced quantities still get a realistic value: their order of magnitude, accounting the
uncertainties is correct, for a single randomly studied specimen, whereas the results obtained
for the whole series of samples are unacceptably scattered.
According to Figures 6b and 6c, the use of an alternative optimization method involving two
successive steps (i.e. the independent determination of the maximum moisture absorption
capacity prior to the numerical adjustment of the transverse diffusivity), corrects the issue
raised above. The resulting transverse moisture coefficients are associated to very low
uncertainties. Moreover, their evolution, as a function of the reinforcement volume fraction
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follows the expected trend for unidirectional fiber reinforced composites. Thus, the separate
determination of the unknown main factors governing the diffusion of moisture improves the
accuracy and reliability of the numerical experimental data treatment method. It is, as a
consequence, strongly advised to proceed according to such a multi-step fitting procedure
instead to the classical simultaneous determination of all the unknowns in a similar situation.

5. Conclusions and perspectives
In this study, the diffusive behaviour of a polylite 420-731 resin and of composites reinforced
by unidirectional E-glass fibers was investigated. In order to reach that goal, several neat resin
as well as unidirectional composite plates containing fiber volume fractions varying from 35
% to 60 %, were manufactured through a contact molding process. Three independent
characterization methods were used in order to determine the fiber volume fractions of the
studied samples. They were found to provide very close values for the fiber content of one
given specimen. The time-dependent moisture uptake of the samples was followed during
aging in a climatic chamber by the classical gravimetric method. The moisture diffusion
parameters were identified by comparison of the 3D analytical solution provided by Crank
[42] to the measured time-dependent Fickian weight gain. Several data treatment methods
were investigated. In the first, the maximum moisture absorption capacity and the transverse
diffusion coefficient were identified simultaneously. In the other methods, it was taken into
account within the analytical solution for the weight gain, the maximum moisture absorption
capacity deduced from homogenization relations featuring the fiber volume fractions
previously determined. This last parameter was obtained through the measurements of both
the volume and the mass of the samples in the context of the second data treatment method,
whereas it was determined through image analyses achieved on SEM micrographs within the
third calculation scheme. The uncertainty on the fitted parameters significantly decreases with
the number of materials properties simultaneously adjusted from the same analytical solution.
The evolutions of the transverse diffusion coefficient predicted by traditional scale transition
models were also calculated, as a function of the fiber volume fractions. Finally, a good
agreement was obtained between the transverse diffusion coefficient determined from the two
steps identification method investigated in the present work, and the corresponding values
predicted by either Springer-Tsai or Halpin-Tsai models.
Further similar investigations should be achieved, in order to check whether the findings
concerning the realistic predictions provided by Springer-Tsai and Halpin-Tsai models for the
homogenized transverse to fiber axis moisture diffusion coefficient would still be observed on
other families of polymer matrix fiber reinforced composites.
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